
SP Metal print_

Lapp 83251575

Description:  SP Metal print_
Lapp code: Lapp 83251575

The Test voltage of the cable Lapp 83251575 is /.

Application range

Stand embossing machine for metal plates
SP Metallprint is a manually operated machine for embossing metal plates quickly and easily. The device is
particularly suitable for batch production with changing data and different type plates. The sign is clamped
and the desired characters are set on the embossing wheel, visible in front of the device. The adjustable
automatic feed of the work table ensures that the correct distances are achieved between the characters.

/
In our Cable list on next page you can find all interesting information acc. article Lapp 83251575 and much more.
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SP Metal print_

Lapp 83251575

CABLE LIST - all informations you need you can find here 

Product Name Lapp Nr. Article designation Text height (mm) Contents (unit)

SP Metal print Lapp 61725991 SP 2 embosser 2.0 1

SP Metal print Lapp 61725990 SP 3 embosser 3.0 1

SP Metal print Lapp 61725992 SP 4 embosser 4.0 1

SP Metal print Lapp 61725993 SP 5 embosser 5.0 1

SP Metal print Lapp 61726000 PK 2 spare embossing wheel 2.0 1

SP Metal print Lapp 61726001 PK 3 spare embossing wheel 3.0 1

SP Metal print Lapp 61726002 PK 4 spare embossing wheel 4.0 1

SP Metal print Lapp 61726003 PK 5 spare embossing wheel 5.0 1

Suitable blank markers

SP Metal print Lapp 83251576 FLEXIMARK® SMC blank
9,9-110

 50

SP Metal print Lapp 83251575 FLEXIMARK® SMC blank
9,9-75

 50
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