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Description:
Lapp code: Lapp 2170815

The Test voltage of the cable Lapp 2170815 is Core/core: 1500 V rms.

Application range

¢ For highly flexible applications (power chains, moving machine parts)
¢ Bus cables for bus systems such as e.g. Modbus, SUCOnet P, Modulink P, VariNet-P)

Product Make-up

e Stranded conductor, bare, core identification code in accordance with DIN 47100
e Copper braid

¢ PUR outer sheath

¢ Colour: violet (RAL 4001)

e UV-resistant (but colour may change after some time)

In our Cable list on next page you can find all interesting information acc. article Lapp 2170815 and much more.
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UNITRONIC BUS LD FD P_
Lapp 2170815

CABLE LIST - all informations you need you can find here

Product Name Lapp Nr. Article designation Number of pairs and | Outer diameter Copper index Weight (kg/km)
mm? per conductor (mm) (kg/km)

For highly flexible applications (power chains, moving machine parts)

UNITRONIC BUS Lapp 2170213 UNITRONIC® BUS [ 1x2x0,25 6.0 18.0 39
LDFDP LDFD P
UNITRONIC BUS Lapp 2170214 UNITRONIC® BUS [ 2x2x0,25 7.9 33.0 65
LDFDP LDFDP
UNITRONIC BUS Lapp 2170215 UNITRONIC® BUS [ 3x2x0,25 8.0 39.0 77
LDFDP LDFDP

For highly flexible applications (e.g. power chains) - with UL/CSA (CMX) approval

UNITRONIC BUS Lapp 2170813 UNITRONIC® BUS [ 1x2x0,25 6.2 18.0 39
LDFDP LDFDPA
UNITRONIC BUS Lapp 2170814 UNITRONIC® BUS [ 2x2x0,25 8.3 33.0 65
LDFDP LDFDPA
UNITRONIC BUS Lapp 2170815 UNITRONIC® BUS [ 3x2x0,25 8.4 39.0 77
LDFDP LDFDPA
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